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Insert Series

The Morse 2040, a recent addition to the range of Morse closed system fireplaces
was designed to offer form as well as function.

The Morse 2040 has already received excellent reviews in Europe and with its clean
lines it is sure to appeal to home owners who want to add charm and flair to their
homes. With the added benefit of efficient and cost effective heating, the Morso
2040 range complies with the most stringent environmental and quality standards
in the world.
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Technical Data Distance to flammable material: 200mm (Behind)
Output kW: 10 Distance to flammable material: 450mm (Side)
Approximate Heating Area: 60-150m* Distance to flammable material: 1000mm (Front)

The single most popular insert fireplace in South Africa. The Morsg 1710 will fit into
almost any kind of environment and is perfect for fitting into an existing opening
to replace an inefficient firebox. The unit can also easily be installed as new building
works progress by utilising the additional convection chamber. The highly effective
convection chamber recovers heat loss that would be lost to the masonry back into
the room, and unlike an open firebox where over 70% of the heat generated is lost
straight up the chimney, the Morse 1710 offers an impressive 80% heat return into
the room.
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Technical Data (Please refer to technical specifications for
Output kW: 9 opening size required to install the Morse 1710)
Approximate Heating Area: 75-135m’ Image shows fireplace installed with the

optional face plate.







Insert series

Built in to gain as much space in the room as possible, the Morse 4560 is a modern
looking sister to the Morsg 5060 insert fireplace. Clean and practical, the Morso
4560's door allows you to be mesmerised by the flickering flames that are contained
behind the ceramic glass without losing any of the heat. The convection system
recovers extra heat effortlessly and the cast iron construction allows the fireplace
to be over 80% efficient.
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Technical Data (Please refer to technical specifications for
Output kW: 6 opening size required to install the Morse
Approximate Heating Area: 45-90m* 4560)

“Gone are the days of smoky fireplaces”, Morse offers clean and effective fireplace
options that can be easily installed into your home.

Our own team in Denmark designed the Morse 5060 after looking carefully at the
way interior design was moving forward. Homeowners are now demanding more
than the dark ‘hole in the wall’ look that the standard fireplace offered. They expect
good looks as well as heat to complement their homes.

The Morsg 5060 benefits from being a highly efficient (over 80% of the heat is
recovered into the room) cast iron fireplace, with state of the art feature’s such as
air-wash that gives an unparalleled view of the flames through a large feature glass
door.
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Technical Data (Please refer to technical specifications for
Output kKW: 8 opening size required to install the Morse

Approximate Heating Area: 60-120m* 5060)







S100 Series

The new Morse 8100 series is made of select grade cast iron, and this strong
material is particularly well suited for heat transmission, as it retains heat longer
and gives off consistent and comfortable warmth. The cast iron is also incredibly
strong and durable, thus ensuring that the stove will not warp or leak. Finally, the
cast iron also enables the stove to deliver superb combustion, which ensures that
this new product series will probably be one of the most environmentally friendly
wood-burning stoves of its size in the world. A stove that can both retain heat and
distribute it in an area of up to 120 m?
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Technical Data Distance to flammable material: 150mm (Behind)
Output kW: 6 (Nominal) Distance to flammable material: 500mm (Side)
Approximate Heating Area: 120m* Distance to flammable material: 1000mm (Front)

“Revolutionary Heat”
The new 8181/8147.
Suitable to heat up to
120m? between rooms or
as a stand alone feature
in larger spaces.

The real alternative to a
“Double-sided fireplace.”

(With or without a base
stand as shown in
diagram.)

J60* Rotation!

The new Morse 8100s have a clean and simple design. The combination of rounded
edges and simple details gives the stove a light and timeless appearance, which
will ensure that it will be a pleasure to look at for decades to come. Lastly, their
raw and vital cast iron construction gives the Morse 8100s a feel that is both rustic
and exclusive.
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Technical Data Distance to flammable material: 150mm (Behind)
Output kW: 6 (Nominal) Distance to flammable material: 500mm (Side)

Approximate Heating Area: 120m?* Distance to flammable material: 1000mm (Front)
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